WEL Penetrometer Quick Start Guide
8. Click on “YES” in the below prompt.

WEL Penetrometer Quick Start Guide - -

Do you want to allow this app from an
unknown publisher to make changes to your

1. Insert the provided USB flash drive into the P e
computer.

PL2303_Prolific_Driverinstaller_v1.14.0_20160
802.exe

2. (Windows 10) Click the Windows Logo in the PSS UKD s oot
bottom left.

Show more details

9. Click “Next” on this prompt

PL2303 USB-to-Serial Driver Installer Program *

3. (Windows 10) In the menu which pops up click
on “File Explorer”.

Welcome to the InstallShield Wizard for PL-2303
US5B-to-Serial

File Explorer,
p

The InstallShield Wizard will install PL-2303 USE4o-Serial
on your computer. To continue, click Next.

Settings

Power

= apps
< Back Cancel
4. (Windows 10) Click on This PC. 10. Click on “Finish” to close this window.
- | Ii'l = | PL2303 USB-to-Serial Driver Installer Program

InstallShield Wizard Complete

The InstallShield Wizard has successhull installed PL-2303
USE-to-Serial. Click Finish to exit the wizard.

Home Share
.'|

o —.
<Back @F Finsh () Cancel
g

11. Navigate back to “WEL Penetrometer” USB
drive.
12. Double click on “WEL Penetrometer SDK V3.0.0”

WEL Penetrometer DK V3.0.0
13. Double click the “setup.exe”

drive. s setup.exe

>

6. Double click on the “USB to Serial Adapter Cable
Driver”

LSE to Serial Adapter Cable Driver

7. Double click on
“PL2303_Prolific_Driverinstaller_v1.14.0_20160
802.exe”

=2 PL2303_Prolific_Driverinstaller_vw1.14.0_20...
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14. Click the Next Button
45 WEL Penetrometer SDKV2.0.0 — bl

Welcome to the WEL Penetrometer SDK ¥3.0.0
Setup Wizard

The installer will guide pou through the steps required ta install 'WEL Penetiometer SOK ¥3.0.0 an
YOUT COMpUtES.

WARNIMNG: Thiz computer program iz protected by copyright law and international treaties.
Unautharized duplication ar distribution of this program, or any partion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

Cancel < Back

=D

15. Click the Next Button

#5 WEL Penetrometer SDK V3.0.0 - e

Select Installation Folder

The installer will install \WEL Penetrometer SDFE. W3.0.0 to the following folder.

Tainstall in this folder, click "Mext”. Ta install to a different folder, enter it below or click "Browse".

Folder:
C:\Program Files [x86]¥willowbank Electronics Limited\EL Penetror

Browse...

Disk Cost...

Install WEL Penetrometer SDK W3.0.0 for yourself, orfor anyone who uses this computer:

(®) Everyone
(O Just me
Cancel < Back
16. Click the Next Button
15 WEL Penetrometer SDK V3.0.0 - e

Confirm Installation

The inztaller iz ready to install WEL Penetrometer SDK %3.0.0 an your computer.

Click "Mext" to start the installation.

Cancel

< Back i
~——
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17. Click on “Yes”

User Account Control X

Do you want to allow this app from an
unknown publisher to make changes to your
device?

E\WEL Penetrometer SDK
V3.0.0\Willowbank.Penetrometer.Setup.msi

Publisher: Unknown
File origin: Removable media on this computer

Show more details

©

18. Click the Close Button
#) WEL Penetrometer SDK V3.0.0 —

Installation Complete

WEL Penetrometer SDK W3.0.0 has been successfully installed.

Click ""Close’" to exit.

Pleaze uge Windows Update to check for any crtical updates to the MET Framewark.

Cancel < Back

19. Double click on WEL .Net Penetrometer Config
on the desktop.

WEL .MNet

Penetromet...
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20. Click on “Yes”

Do you want to allow this app from an
unknown publisher to make changes to your
device?

Willowbank.Penetrometer.TestApplication.ex
e

Publisher: Unknown
File origin: Hard drive on this computer

Show more details

User Account Control *

ND

21. Select the Communications Port of the
Penetrometer. Then click on the Connect

button.

Configuration Test

Software Configuration
Communications Port: | COM17

22. Click OK the_below prompt

~| [ Auto connect

Retrieved Penetrometer Settings.

23. Click on the ;rést tab

Configuratio @

24. Click on Enable Button

— O X
Control Link
Up
Down Output FO
Crown L
Test
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25. Open Excel and select a cell in

Excel.

Formulas Data

Insert Page Layout

sy ¥ Cut
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26. Press the foot pedal to take a

measurement. The

result will be entered into Excel

Insert Page Layout Farm Ul WEL Pent
e Configuratiol
0 b Cut Calibri -
ER Copy - Penetromi
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Calibrating WEL Penetrometer 5. Remove tip and fit test weight hook, then click
1. Double click on WEL .Net Penetrometer Config on Zero B.utton
on the desktop. Calibration
Remove tip and fit test weight
1 hook, then press ZERO

4.

WEL .Met

Penetromet...

Select the Communications Port of the
Penetrometer. Then click on the Connect

button. 6. Hang test weight from hook.

nguraton |3 Calibration
Conmncrs . (7 Dl conee Hang test weight from hook.

Click O the below prompt Displayed value should be
within +/- 10 grams of test
weight.

Retrieved Penetrometer Settings.

= 0000 i
Recalibrate End Calibration

Click Check Calibration
calibration 7. Check displayed value is within +/- 10 grams of

test weight. If the value is outside this range,
click Recalibrate button and follow steps 10-11.
Otherwise click End Calibration and you are
ready to use the penetrometer.

Calibration

Hang test weight from hook.
Displayed value should be
within +/- 10 grams of test
weight.

2.000 kg

Recalibrate End Calibration
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8. Enter the calibration weight. The weight must be
over 1.5kg and be accurate to 3 decimal places.
Click Save Calibration

Calibration
Enter calibration weight. The

weight must be over 1.5kg and
be accurate to 3 decimal places

2.000| kg
.000 kg

9. Check the correct weight is now being displayed.
If the correct weight is being displayed click End
Calibration. If the weight displayed isn’t correct
click Recalibrate.

End Calibration

Calibration

Hang test weight from hook.
Displayed value should be
within +/- 10 grams of test
weight.

2.000 kg

Recalibrate End Calibration
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