WEL Penetrometer Quick Start Guide

WEL Penetrometer Quick Start Guide 7. Double click on
1. Insert the provided USB flash drive into the “PL2303_Prolific_Driverinstaller_v1.14.0_20160
computer. 802.exe”
2. (Windows 10) Click the Windows Logo in the g PL2303_Prolific_Driverinstaller_ v1.14.0_20...
bottom left.

ﬂ 8. Click on “YES” in the below prompt.

Do you want to allow this app from an
unknown publisher to make changes to your

. . . device?
3. (Windows 10) In the menu which pops up click
upes " PL2303_Prolific_DriverInstaller_v1.14.0_20160
on Flle ExDIOrer . ey rolific_Driverinstaller_v

Publisher: Unknown

) File origin: Removable media on this computer
—l £ -} ) o
& File Buplores

Show more details

9. Click “Next” on this prompt

PL2303 USB-to-Serial Driver Installer Program X

‘Welcome to the InstallShield Wizard for PL-2303
USB-to-Serial

The InstallShield Wizard will install PL-2303 USB-to-Serial
on your computer. To continue, click Next.

4. (Windows 10) Click on This PC.
1 B -
“ Home Share
EE o
'___-I _J <Back @] __Next> i} Cancel
- .

Copy Paste

g 10. Click on “Finish” to close this window.

PL2303 USB-to-Serial Driver Installer Program

&« « 4 M » This

InstallShield Wizard Complete

The InstallShield Wizard has successfully installed PL-2303
USB-to-Serial. Click Finish to exit the wizard.

> #r Quick access -
@ Onelrive
= This PC
T, q. T
5. Double click on the “WEL Penetrometer” USB 11. Navigate back to “WEL Penetrometer” USB
drive. drive.

WEL Penetrometer (E: 12. Double click on “WEL Penetrometer SDK V3.0.0”

WEL Penetrometer SDK V3.0.0

I
251 ME free of 9509 I

6. Double click on the “USB to Serial Adapter Cable 13. Double click the “setup.exe

Driver” i setup.exe

USE to Serial Adapter Cable Driver
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14. Click the Next Button

1 WEI Penetrameser SIK WVANN - ke

wWelcome lo lhe WEL Penelromeler SDK V3 .0.0
Setup Wizard

I e nstallzr vl quide vou tiougk te sters requred to nstall''EL Fenelrometer SUE 310U on
woLr zompLle:.

WAFRKNL Ths computer pioJram iz prctected by copyright lw and nbeinabonal trzates.
Unautherized duplization ar cistrbuton of this pragran, or any paition of it, may res.l: in vevere civil
un vt el panclies, o sl oe posecubed o the mestiun e<lzol possble oode be loa

Carcel

15. Click the Next Button

1 WEL Penetromezer SDK V3.00 — w

Select Installation Folder

T e install=r il install WEL Menstrerrele: SDE 20,0 be be lalowirg folder.

Tairetal in iz folder, click. "Mest". Toirmtal bo a difereqt folder, ercer i below or chck. "Browse'.

Fulun,
T %2iogram Fies (36w llowkank Electranics Liniled"/EL Penetrcr

SloMzE. .

Lisk Mrzt

Inztall WEL Menet-omete- SDK V300 %or yours=F, or far znyene who ases this comouter:
(& Eveyons

O dustre

Cancel : Bacle

16. Click the Next Button

3 WEL Perctrerrcter SDK V.00 ¥

Contirm Installation

The inz:aler iz ready to install WEL Penetromzter 30K W3.000 an peur corrputer.

Lhck “Me<t” to stat The inslallaton.

Canee
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17. Click on “Yes”

User Accoant Conbuol s

Do you want to allow this app from an
unknown publisher to make changes to your
device?

EAWEL Penetrometer SDK
V3.0.0\Willowbank Penetrometer.Setup.msi

Publisher: Unknown
File arigin: Removable media on this computer

Show more defails
o No

18. Click the Close Button

5 WEL Penctrometer SCKV2.0.0

Installation Complete

‘wEL Peastrometer SDK %3.0.0 has Eeen succezsiuly nstdled.

Clek "Claz=" to cxit

Flzzse uze Windows Update to checs lor any cobical uadatzs tc the ME T Framewaok,

I anrel < Eark
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19. Double click on WEL .Net Penetrometer Config 24. Click on Enable Button

on the desktop. _ 0 %

{)

Control Link
U
\'\llEL Net P
Penetromet... Down Output T8
Down v
Test

20. Click on “Yes”

User Account Control X

Do you want to allow this app from an
unknown publisher to make changes to your

device?
25. Open Excel and select a cell in Excel.

Willowbank.Penetrometer.TestApplication.ex

e
Insert Page Layout Farmulas Data

Publisher: Unknown oy ¥ Cut
File origin: Hard drive on this computer Em Copy -

Paste o
- %' Format Painter Ll bl

Calibri 1 - A A ==

Show more details

Clipboard ] Font ] | Ul
No 1 - |
| Al b | Config

C D E F Pen
. . Ci
21. Select the Communications Port of the
Penetrometer. Then click on the Connect p
button. 5
Configuration Test 53
Software Configuration
Communications Port: | COM17 ~| [ Auto connect 7 |
8 I—

22. Click OK the below prompt
26. Press the foot pedal to take a measurement. The

result will be entered into Excel

Retrieved Penetrometer Settings.

Insert Page Layout Form| u

.n‘.m X Cut — T - Configuratiol
| ) ER Copy ~ Penetrome
| Paste | ) BETEUR: R
= N Format Painter o = Connecti
Clipboard [ Font
23. Click on the Test tab A2 v 2

: A B c D E
Configuratio @ — -
g 1 3.34 Sam|
2
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Calibrating WEL Penetrometer

1. Double click on WEL .Net Penetrometer Config 5. Remove tip and fit test weight hook, then click
on the desktop. on Zero Button
Calibration
! Remove tip and fit test weight

hook, then press ZERO

WEL .Net
Penetromet...

2. Select the Communications Port of the
Penetrometer. Then click on the Connect

button.

Configuration Test
e - T 6. Hang test weight from hook.

Calibration

Hang test weight from hook.
Displayed value should be
within +/- 10 grams of test
weight.

o 0.000 kg

| End Calibration

7. Check displayed value is within +/- 10 grams of
test weight. Click End Calibration to continue
using the penetrometer.

3. Click OK the below prompt

Retrieved Penetrometer Settings.

4. Click Check Calibration
Calibration

Calibration

Hang test weight from hook.
Displayed value should be
within +/- 10 grams of test
weight.

2.000 kg

Contact Willowbank Electronics for service and
calibration.

www.welnz.com
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